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Dual Circuit Plus™ Battery Switch 6011
Included in Mini Add-A-Battery kit,

recommended for 7601 m-ACR 

m-ACR 7601

START KEY SWITCH

Engines with 
combined alternator 
and starter wires 
- typical of outboard motors
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Specifications

Cranking Rating: 30 sec. 675A per circuit

Intermittent Rating: 5 min. 450A per circuit

Continuous Rating 300A per circuit

Voltage Max. Operating 32V DC

M-ACR 7601

Continuous Rating 65A

Nominal Voltage 12V / 24V DC

Intermittent Rating: 5 min. 115A

Cable Size to meet ratings 6 AWG (16mm²)

Terminal Stud Size 1/4"-20  (M6)

Relay Contact Position 12V DC 24V DC

Combine  (30 sec.) 13.6V DC 27.2V DC

Combine (2 min.) 13.0V DC 26.0V DC

Open Low (10 sec.) 12.35V DC 24.7V DC

Open Low (30 sec.) 12.75V DC 25.5V DC

Over Voltage Lockout 16.0V DC

Under Voltage Lockout 9.5V DC 19.0V DC

Specifications

Cranking Rating: 30 sec. 700A per circuit

Intermittent Rating: 5 min. 525A per circuit

Continuous Rating 350A per circuit

Voltage Max. Operating 32V DC

SI-ACR 7610

Continuous Rating 120A

Nominal Voltage 12V / 24V DC

Intermittent Rating: 5 min. 210A

Terminal Stud Size 3/8"-16 (M10)

Relay Contact Position 12V DC 24V DC

Combine (30 sec.) 13.6V DC 27.2V DC

Combine (2 min.) 13.0V DC 26.0V DC

Open Low (10 sec.) 12.35V DC 24.7V DC

Open Low (30 sec.) 12.75V DC 25.5V DC

Over Voltage Lockout 16.0V DC

Under Voltage Lockout 9.5V DC 19.0V DC

Under Voltage Reset 10.0V DC 20.0V DC


