


187-Series—Appropriate for DC Main circuit protection with battery banks over 1,000 CCA in adverse environments
Interrupt Rating: 5,000A@12V DC / 3,000A@24V DC/1,500A@42 DC     Maximum Voltage: 48V DC

    Ignition Protected—safe for installation aboard gasoline powered boats

QUICK GUIDE TO BLUE SEA SYSTEMS’ CIRCUIT BREAKERS
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Thermal Circuit Breakers

185-Series—Appropriate for DC Main circuit protection with battery banks under 1,000 CCA in adverse environments
Interrupt Rating: 3,000A DC     Maximum Voltage: 42V DC       Ignition Protected—safe for installation aboard gasoline powered boats

Magnetic Hydraulic Circuit Breakers  

A-Series Toggle, 1 Pole—Appropriate for AC and DC Branch circuit protection
Interrupt Rating: 7,500A@65V DC/3,000A@250V AC      Maximum Voltage: 65V DC/250V AC

A-Series Toggle, 2 Pole—Appropriate for 120V AC Main or 240V AC Branch circuit protection
Interrupt Rating: 3,000A AC     Maximum Voltage: 250V AC

A-Series Flat and Restricted OFF Rocker, 1 Pole—Appropriate for AC and DC Branch and 24-hour circuit protection
Interrupt Rating: 5,000A@32V DC/3,000A@125V AC/1,500A@240V AC     Maximum Voltage: 32V DC/240V AC

A-Series Flat and Raised Rocker, 2 Pole—Appropriate for 120V AC Main or 240V AC Branch circuit protection
Interrupt Rating: 3,000A AC     Maximum Voltage: 240V AC

C-Series Toggle, 1 Pole—Appropriate for DC Main and AC and DC heavy load circuit protection
Interrupt Rating: 10,000A AC     Maximum Voltage: 80V DC/240V AC    

    100 Ampere Circuit Breaker is Ignition Protected—safe for installation aboard gasoline powered boats

C-Series Toggle, 2 and 3 Pole—Appropriate for DC heavy load circuit protection
Interrupt Rating: 5,000A@65V DC     Maximum Voltage: 65V DC

C-Series Toggle, 2 and 3 Pole—Appropriate for 240V AC Main and AC heavy load circuit protection
Interrupt Rating: 5,000A@250V AC     Maximum Voltage: 250V AC

C-Series Flat Rocker, 1 Pole—Appropriate for DC Main and AC and DC heavy load circuit protection
Interrupt Rating: 5,000A@32V DC/3,000A@125V AC     Maximum Voltage: 32V DC/240V AC

    Ignition Protected—safe for installation aboard gasoline powered boats

C-Series Flat Rocker, 2 and 3 Pole—Appropriate for DC heavy load circuit protection
Interrupt Rating: 5,000A@48V DC     Maximum Voltage: 48V DC

C-Series Flat and Raised Rocker, 2 and 3 Pole—Appropriate for 240V AC Main and AC heavy load circuit protection
Interrupt Rating: 5,000A AC     Maximum Voltage: 240V AC       
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Push Button Reset-Only—Appropriate for 24-hour circuit protection
Interrupt Rating: 3,000A@14.7V DC/2,500A@28V DC       Ignition Protected—safe for installation aboard gasoline powered boats
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RCBO Circuit Breaker Toggle and Rocker, 1 and 2 Pole—Appropriate for ground fault and overcurrent trip protection
Interrupt Rating: 5,000A AC      Maximum Voltage: 240V AC
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Specifi cations subject to change. See www.bluesea.com for current information.  Catalog 2008


